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Materials of Construction:  
 
Cart:    Stainless Steel, 304 electropolished  
Handle:    Stainless Steel, 304 electropolished  
Casters:    Stainless Steel, 304 electropolished 
Wheels:   Prevenz™ Antimicrobial 
Buckets:   C-22MC: 2 polypropylene buckets, 1 blue, 1 yellow 

   C-33MC: 3 polypropylene buckets, 1 blue, 1 yellow, 1 red 
   C-227MC: 2 stainless steel buckets 

 
Dimensions:  
Carts:    C-22MC:   Height: 40 in (102 cm) Length: 32 in (81 cm) 

       Width: 24 in (61 cm) 
   C-33MC:   Height: 40 in (102 cm) Length: 43 in (109 cm) 

       Width: 24 in (61 cm) 
   C-227MC: Height: 40 in (102 cm) Length: 38 in (97 cm) 

       Width: 24 in (61 cm) 
 
Weight or Capacity, if applicable: 
Carts (Weight):       C-22MC: 25.05 lbs (11.36 kilos) 

        C-33MC: 29.05 lbs (13.18 kilos) 
        C-227MC: 25.65 lbs (11.63kilos) 

 
Buckets (Capacity):  C-22MC: Two 6 gal. (22.7 liter) 

       C-33MC:  Three 6 gal. (22.7 liter)  
       C-227MC: Two 8 gal. (30.2 liter)  

 
   B-7 Plastic Bucket: 2.8 lbs (1.27 kilos) 
   B-99 SS Bucket: 6.35 lbs (2.88 kilos) 

Features: 
•  Durable 304 electropolished stainless  
    steel construction  
•  Raised bucket height for ergonomic and  
    convenient mop saturation 
•  Hanging buckets provide greater stability  
•  Easy to maneuver stainless steel castors and 
    Prevenz™ antimicrobial wheels 
•  Single piece stainless steel push bar for durability 
    and contamination control 
•  2 Handle holders cast molded for contamination 
    prevention and compatible with any size mop handles 
•  Foot-operated wheel break secures cart in place 
•  Interchangeable side rails to convert to double or 
    triple bucket system  
•  Compatible with plastic or stainless steel, narrow,  
    or shallow buckets 
•  Use with any Micronova stainless steel wringers 

SPECIFICATIONS

• Manufactured for use in Controlled Environments 
• ISO 5 thru 9 Cleanrooms 
• ISO 9001 Certied Manufacturing Facility 
• Good chemical resistance to disinfectant 
• Autoclavable  
 

         odular cart system is designed for use in the clean 
environments and features an ergonomic design,  
smooth maneuverability, and durable, contamination- 
resistant construction. A hanging bucket design that  
provides greater stability and a raised bucket height  
for convenient mop saturation. The frame is constructed 
of 304 electropolished stainless steel with a single-piece 
push bar for long life and contamination control.   
Three stainless steel bars between the push bar can  
be used to hang a storage container or as a wringer  
bar to hang a wringer over the rinse bucket. The side bar  
is interchangeable to convert to a two or three bucket  
system and to accommodate various sized buckets.  
A hands-free, foot-operated wheel brake secures the  
cart in place. Two optional handle holders can be clipped 
at desired placement to store any size mop handles for  
easy interchange.  
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Visit eu.fishersci.com for more information

Manufactured for use in Controlled Environments
ISO 5 through 9 Cleanrooms
ISO 9001 Certified Manufacturing Facility
Good chemical resistance to disinfectant
Autoclavable


